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Part No.

M83519i2- 1

M83519i2. 2

M83519r!2- 3

M83519/2-4

M835 19/2-5

M83519i2 -6

!.483519)2- 7

M835 !9/2- 8

M83519/2- 9

M83519Q- 10

M83519/2- 11

M85119i2- 12

M83519D- 13

M83519fl- 14

M835 19/2- 15

M835191T 16

M83519/2- 17

M83519/2- 18

M83519/2. 19

M83519R- 20

MIL-S-83519/2B

CABLE DIAMETER RANGE AND PREPARATION MEASUREMENTS

TABLE I. Cons tmctions details.

Marking

Code

S020!X

S0202X

S0203X

S0204X

S0205X

S0206X

S0207X

S0208X

S0209X

S02 1ox

so211x

S0212X

S0213X

S0214X

so215x

S0216X

S0217X

S0218X

S0219X

S0220X E
A B

?.07 Mi.

.650 .075

.650 .105

.650 .[70

,750 .235

.750 ,275

,650 .075

,650 .105

.650 170

.750 235

.750 .27s

650 .075

.650 .105

.650 170

750 235

750 .275

,6S0 075

.650 I 05

,650 170

750 .235

,750 .275 :

c D

Min Min

.105 ,325

.145 .325

.200 .325

255 ,325

300 ,325

.105 .325

.145 .325

,200 .325

.255 ,325

.300 .325

.105 ,325

145 .325

200 .325

.255 325

.300 325

105 325

145 .325

,200 325

.255 ,325

.300 325

E

M=

.105

,{45

,200

.255

.300

.105

,145

.200

.255

.300

,105

,145

.200

.255

,300

.105

.145

.200

.255

.300 ;

~
G

Min Min

035 ,020

055 .030

.085 .050

{30 ,070

170 100

035 .020

055 .030

.085 .050

,130 070

,170 .100

.035 .020

.055 .030

085 050

130 070

.!70 .100

035 .020

.055 ,030

,085 050

,130 070

.170 .IOO

Note: Dimensions sre in inches.

Qualification: For qualification and periodic testing part numbers M83S 19/2-l tbrougb M835 19/2-5 and

M835 19/2-16 through M835 19/2-20 shall be installed. The cables shall be in accordance

with Table IL The terminations shall be instslled per the “ASSEMBLY TO CABLE”

paragraph in MIL-S-83519 using the applicable convection and infrared heat sources.

Material: Insulation sleeve: Heat shrinkable transparent polyvimylidene fluoride per the

performance requirements of MfL-I-23053/8.

Solder preform and flux: Tfle Sn63SPJvlAP per QQ-S-571.

Thermal indicator Color to colorless,

Pre nstalled lead Per Table I.

Color White with black stripe (90)

Temperao.ue

Rating:

Compatible

Cable Jackets:

-55”ct0+150”c

These terminations will provide environmental resistance when installed on cables

conforming to:

1. MIL-C.27500 jacket types: 05,08,09, 10, 11, 12, 14, 15,23 and their double jacket

equivalent.

2. MIL-C-7078 /1, /3, /8, 19, /10
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NOTES:

1. When performing end stripped cable sealing the best results are obtained when the smallest size

temminaticm for the cabldlead wire combined is used. SeakMky on wibks with more tham three

primaries of AWG 22 and larger requires special precautions.

2. TIM splice is recommended fir cables rated at 10S a C, if special precautions are taken to isolate tie heat

source fkom tie insulation.

TABLE 111, ~

Supclscddnumbm

?%’mblry CAtm I/ Cmcdkd
pall twmbcr

I

Mwry Pm
hf835 19/2

MS3SKV2-1 [ -21 & -41

Mmum2 Plo@13 D-lm-0090 -22&-42
: Bloo-ld Dy)od?

I D-1OO-M 13-100-M
D-100-36 D-IOG03
D-146-22 D-14&o145

MI1351W2-3 Q-101-13 D-101-17 -234? .-43
BUM-14 D-101-19
D-lok-35 :D-low?
D-101-36 ‘D401-0146
‘D-1OI-23 D-lol-0090

M83S19L?4 D-107-35 -24 & -44
D-107-36
D-146-4147

M8351SMM D-103-13 D-103-17 -25 & -45
D-103-I4 Ddo3-19
D-103-3S D-103413

, D-103-36 D-1464)148
D-M-24 D-10%0090

Ml135i9t2-6 -26 & -46

M8351W2F7 D-1464158 .D-100-34 0-!42-72 -27 & -47
D-1464125 D-14&O0 D-142-12
J3-MW)083 D-IOU5 i

~.D-loo-io D-10046
1

D-loo-n D-i46-78 I

13-100-12 D-!OQ-0088
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MIL-S-83519/2B

TABLE III. ~nan d cross-vaf&e w - Continued.

Superseded numbers

MItimq CAGE U Cancel led

pm number 06090 Military PIN

M83519/2

M83519/2-8 D-t46 -0159 D-1 OI-34 D-1 42-73 .28 & -48

D-146-0126 D-146-01

D-101 -Q083 D-tOl-15

D-101-10 D-tol -16

D-101-11 D-(46-79

D-101-12 D-lo143088

D-1 OI-33 D-146-82

M835 19D-9 D-14613128 .29 &-49

D-107-0083

D-107-33

D.107 -34

M83519t2 -10 D-!46J3160 D-103-11 D-146-02 D-103 -OO88 -30& -50

D-146-0127 D-103-12 D-103-15 D-146-83

D-103-0083 D-103-33 D-103-16 D-142-74

r3-lo3 -lo D-103-34 D-146-SO D-142-15

M83519/2-l 1 .31 &-51

M83519/2-t2 D.lOO -0089 D-100-0093 D-146-0142 .32 & -52

D-146-0133 D-146-0181

D-100-0095 D-146-90

D-146-03 D- IOO-O1O6

M83519/2 -13 D.1OI-OO89 D-101-0093 D-146-0143 -33 & -53

D-146-0134 D-146-0182

D-101-0095 D-146-91

D-146-04 D-101 -O1O6

M83519/2-14 -34 & -54

M8351912 -15 D-103-0089 D-I03L3093 D-146-0144 -35 & -55

D-146-0135 D-146-0!83

D-103-0095 D-146-92

D-146-05 D-) O3J31O6

M83519/2 -16 -36 & -56

M83519/2 .17 D-146-0136 D-1 OOCIO94 -31 & -57

D-I OOLOI04 D-146-12

D-100-0096 D-14643203

D-146-06 D-1 OO-O1O7

M83519J%18 D-14613137 D-1014094 -38 & -58

D-10113104 D-t46-13

D-101-0096 D-146-0204

D- 14647 D-1 OI-OIO7

M83519 /2-19 .39 & -59

M83519/2 -20 D-103 -OIO4 D-103-0094 40& -60

I D-146-0138 D-146-14

D.103-OO96 D-146-0205

D-146-OS D-10313107

U CAGE is the federal supply code for manufacturers in accordance with supply handbooks H4- I and H4-2.
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CONCLUDING MATERiAL

Custodians:

Navy - AS

Air Force - M

Army - ER

Review Activities
Au Fome -99
DLA - GS

Navy - SA, MC
Army - Ml

Preparing Activity

Air Force -85

(Project 5940-1 154)
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